8l

Steel stud

Plug with 12" long Galv "Allen Head"

set screw. Lubricate threads
Top of finished
railing \

See
Note 1

plate. Drill 4 holes
at specified bolt circle as

shown in Table BC. Galvanizing
of plate not required

with graphitized grease
Sleeve nut, 3" long

e~ "s Min, Typ

Anchor plate

34" Long bolt

Anchor plate
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INSTALLATION INSTALLATION ON _FUTURE ANCHORAGE
WITH PLUG WITH STUD
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Axis of luminaire

orm:

Bolt circle
see Table BC

TABLE BC

Bolt |Anchor Bolf|

T N i

YP€| circle| Diameter
S 1o T

21 [1-a" A

ANCHOR PLATE

After plumbing standard, place
mortar all around bolts. Finish
with 45° +o 90° slope. Provide
%" to ¥" drain hole at low point
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The State of Callfornia or Its offlcers or
agents shall not be_responslble for the accuracy
or complefeness of electronic coples af this pian
shoer.

To get fo the Calfrans web site, go to: hitp:/ /www.dot.cagov

NOTES:

1. Anchor bolt or stud length shall be such that thread
extends /2" maximum above nut on level base plate
after grouting. See Detail "N".

N

. Electrolier anchor bolts shall be held in position for
pouring by means of anchor plates and suitable templates.
Deviation from +the true position, vertical and height,
shall not exceed Yg'".

3. See railing sheets for reinforcement and structural
details at electroliers and pull boxes.

&

v/Top of finished railing

DETAIL N
GROUTING AT ELECTROLIER

T

f

Leave center void
Provide 3%" to ¥" drain hole
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